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MPRO SINGLE-HOLE BASIN FAUCET
Polished Chrome - Smooth

US-PROT10DPC

FEATURES

* MPRO combinesiconic definition with versatile style and superb functionality

* Solid brass construction

* Kerox ceramic disc cartridge

* Pushdrain assemblyincluded

SPECIFICATIONS

Spoutreach 4.5/8"
Spout swivel No

Handle style Lever
Draintype Push

Drain hole diameter 1-3/4"

Deck thickness maximum 11/2"
Installation type Deck mount
Flow rate 12GPM

Weighted average lead content  Complies with.25% WALC

Number of faucet holes 1

WaterSense Yes
IAPMO Yes
CEC Yes
State of MA Yes

+" Limited lifetime. Commercial

PN RAT

AVAILABLE COLOR/FINISHES

Color SKU Description
US-PROT10ODPC Polished Chrome
US-PRO110DPMB Matte Black
US-PRO110DPBB Brushed Brass
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US-PROT10DPV Satin Nickel
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For further information contact Crosswater London, 393 Fortune Blvd, Milford, MA 01757 Toll free number: 844-XWATER-1(866-478-9052) tel: 508-381-0433 fax: 508-381-6068
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Crosswater London reserves the right to make revisions without notice to product specifications. Please see website for detailed warrarnty information.
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MPRO Single-hole Basin Faucet

US-PRO110
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